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CAVITY CLOSER

CAVITY SYSTEM
BUILDING UNDERLAY

CONCRETE FLOOR NIB

MIN 50mm

WEEP-HOLE SLOTS FORMED AT
VERTICAL MORTAR LINES TO
PROVIDE VENTILATION OF
1000mm²/LINEAL METRE. (EG:
30mm X 5mm @ 150mm CRS)

SELECTED CRAFTSTONE VENEER OVER
CRAFTSTONE ADHESIVE MORTAR ON 9mm
CRAFTSTONE FCB FIXED ACCORDING TO
MANUFACTUERS CONSTRUCTION DETAILS

DPC

WATERPROOFER/SEALER TO
SLAB REBATE AND BLOCK FACE

CRAFTSTONE

CRAFTSTONE

CRAFTSTONE

CRAFTSTONE

TIMBER CAVITY PACKER
MUST BE SET TO A FALL OF 5°

MIN 50mm

CRAFTSTONE

CRAFTSTONE

CRAFTSTONE

CRAFTSTONE

CRAFTSTONE

CRAFTSTONE

CRAFTSTONE

CRAFTSTONE

PREFORMED OR PLASTERED
HAUNCHING WITH 15° SLOPE
AND WATERPROOF COATING
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